
ISTRUZIONI DI INSTALLAZIONE / INSTALLATION INSTRUCTIONS 
STREET/R20 

Potenza (per 1000mm) 
Power (for 1000mm) 

K 
Voltaggio 
Voltage 

Ottica 
Optic 

Colore 
Color 

MAX 30W 3000/4000 K DC 24V POT Alluminio/Alluminio 

1) Creare il foro nella posizione desiderata di dimensioni
24x18xL (L= lunghezza) per l’incasso del profilo
2) Agganciare le testate al profilo (se necessario forare
con un trapano la testata di ingresso dei cavi elettrici).
3) Collegare l’alimentatore alla strip led
4) Inserire il profilo nel foro precedentemente creato
5) Avvitare il tutto al cartongesso e poi laminare con la
retina, lo stucco per il cartongesso e quindi procedere
alla verniciatura della parte trattata.
5) Agganciare il diffusore al profilo stesso

1) Create the hole in the desired position with
dimensions 24x18xL (L = length) for the recessing of the
profile
2) Hook the heads to the profile (if necessary drill the
electric cable entry head with a drill).
3) Connect the power supply to the LED strip
4) Insert the profile in the previously created hole
5) Screw the plasterboard and then laminate with the
retina, the plaster for the plasterboard and then proceed 
with the painting of the treated part.
5) Hook the diffuser to the profile itself

ATTENZIONE!! ATTENTION!! 
-L’installazione deve essere effettuata da personale 
tecnico qualificato.
-Prima di installare l’apparecchio o sostituire le lampade 
scollegare l’alimentazione elettrica.
-Rialimentare ogni 5m!
-Incollare le strip a una temperatura superiore a 15°C.
-Il costruttore è sollevato da qualsiasi responsabilità in
caso di manomissione o errata installazione del prodotto.

- The installation must be performed only by qualified
personnel.
-Disconnect the electrical feeding before installation of
product and before change the fluorescent tubes.
-Power up each 5meters!
-Glue the LED stick at ambient temperature over 15°C.
-The manufacturer shall not be liable for any
modifications of the product of incorrect installation of the
product.
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Isolamento elettrico 
Protection class 

RAEE: Ecolight 

QUESTO APPARECCHIO E' 
FORNITO CON UNA SORGENTE 
LUMINOSA DI CLASSE  
ENERGETICA “C” 

THIS APPLIANCE IS SUPPLIED 
WITH A LIGHT SOURCE OF 
ENERGY CLASS "C" 


